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LX PRO

SPOT PENDANT

FEATURES
•	Seamless casting with textured finish for clean aesthetics
•	Flush stem regression at 0°
•	4' set back with 6' on center spacing - 15 FC average
•	UGR < 19
•	Several mounting options include various track systems
•	Glare control options, specialty optics, lensing, accessories and 

custom RAL finishes available

DIMMING AND CONTROLS
•	Flicker free 0-10V dimming to 1%
•	Leading & trailing edge (Triac/ELV) dimming to 1%
•	Casambi dimming to 1%

LED
•	Cree CMU (or equal) LED: SDCM: 2-step MacAdam Ellipse, Lumen 

Maintenance: L70 > 66,000 hrs

LISTING
•	CSAus Listed to UL1574; cCSA Listed to CSA C22.2 #9.0
•	Suitable for dry and damp locations
•	5 Year Limited warranty

CONSTRUCTION
•	Casted aluminum housing
•	PMMA optics
•	SVT pendant cord

ELECTRICAL
•	120V (Casambi, ELV, 0-10V)
•	277V (Casambi, Non-Dimming)
•	Power factor ≥ 0.9 
•	2kV driver input surge protection 

LX PRO
Track Mount Standard White Wall Wash

6 
1/

4"

6 7/8"

7 
1/

8"

n3 1/4"

n1 7/8"
Lens opening

6 
1/

4"

6 7/8"

7 
1/

8"

n3 1/4"

n1 7/8"
Lens opening

6 
1/

4"

6 7/8"

7 
1/

8"

n3 1/4"

n1 7/8"
Lens opening

 WW BEAM 
(Note: Specifications are subject to change without notice)﻿

 14mm COB PERFORMANCE DATA

LED LIGHT 
ENGINE

NOMINAL DELIVERED 
LUMENS

SYSTEM 
WATTAGE

  10LM   1040  LM @30K/90CRI   11W

  15LM   1420  LM @30K/90CRI   14W

  20LM   1990  LM @30K/90CRI   20W

  25LM   2500  LM @30K/90CRI   27W

  30LM   2840  LM @30K/90CRI   31W

 Notes
 Delivered lumens based on WW 
optic  (see page 2)

FIXED 
SPOT

SPOT

PENDANT
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LX PRO

BEZEL COLORS

WH MC BK

Bezel Lens

Bezel

 YOUR COMPLETED ORDERING CODE

Follow the steps to specify your fixture, example:

LX - PRO - SW - 40LM - 30K - 90 - WW - WH - ECOJ - 120 - CAS

NOTES
1.	 98CRI not available in 40LM.
2.	 Custom finish can be applied to specific parts of fixture: Housing, stem, bezel and accessories. Custom set up 

fee plus minimum quantity required per color.
3.	 ECOJ and LGTR only available in BK or WH.
4.	 277V available with GEOH Track Mounting using CAS or NON-Dimming option.
5.	 Zonyx track adapter available in MC.
6.	 DIM10 available in GEOX track mounting.
7.	 ELV1 available in 120V.
8.	 NON-Dimming option available in 277V GEOH.

 WW BEAM ORDERING CODE
SERIES LX LX

TYPE PRO performance cylinder
LED SW standard white

DELIVERED 
LUMENS

10LM 1040 lm
15LM 1420 lm
20LM 1990 lm
25LM 2500 lm
30LM 2840 lm
Standard Configuration: 3000K 90CRI WW
Calculated Delivered Lumens = [Delivered Lumen Value] x [CCT Multiplier]

CCT

27K 2700K CCT 2700K 3000K 3500K 4000K

CRI 90+ 97+ 90+ 97+ 90+ 97+ 90+ 97+

CCT MULTIPLIER FOR 
LUMEN OUTPUT 0.96 0.92 1.00 0.96 1.01 0.98 1.02 0.96

30K 3000K
35K 3500K
40K 4000K

CRI
90 90 CRI
981 98 CRI

OPTIC &  
LM MULTIPLIER

SEE PAGE 4, 5

WW wall wash with diffused angle bending lens

FINISH

BK black
WH white
MC matte chrome
CC2 custom color, consult factory for details
When choosing CC option, adaptor finish (BK, WH, MC) must be specified. 
example: ECOHBK

 WW BEAM ORDERING CODE

MOUNTING 
OPTIONS

SEE PAGE 5, 6

ECOH ECOH/HALO spot - single circuit
ECOJ3 ECOJ/JUNO spot - single circuit
GEO GEO spot - two circuit, two neutral
GEOH4, 8 GEOH spot - 277V two circuit, two neutral
GEOX GEOX spot - two circuit, two neutral with databus
LGTR3 Lightolier spot - single circuit
ZON5 Zonyx spot - single circuit
F = fixed spot, add "F" to end of track spot option example: ECOHF

ECOHPX ECOH/HALO pendant -single circuit
ECOJPX3 ECOJ/JUNO pendant - single circuit
GEOPX GEO pendant - two circuit, two neutral
LGTRPX3 Lightolier pendant - single circuit
ZONPX5 Zonyx pendant - single circuit
X = desired cable length from  6" to 120"

VOLTAGE
120 120V
2774 277V

DIMMING

DIM106 0-10V dimming to 1%
ELV17 leading & trailing edge (Triac/ELV) dimming to 1%
CAS Casambi control with flicker free 1% dimming
NON8 non dimming
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PHOTOMETRIC DATA DIAGRAM
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PHOTOMETRIC DATA CHARTS

FOOT CANDLE MEASUREMENT
 STANDARD WHITE WALL WASH   30LM   90CRI   3000K

MOUNTING 
DISTANCE 2' FROM WALL 3' FROM WALL 4' FROM WALL

FIXTURE 
SPACING 2' ON CENTER 3' ON CENTER 4' ON CENTER 2' ON CENTER 3' ON CENTER 4' ON CENTER 3' ON CENTER 4' ON CENTER 6' ON CENTER

DISTANCE FROM 
CEILING CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT

 1'  22  15.4  19.6  6.9  19  3.2  2.8  2.3  2.4  1.6  2.2  0.6  1.1  1.1  0.9  0.8  0.8  0.4
 2'  150.5  144.7  124  73.6  120.4  31  36.7  24.5  34.6  12  33.6  3.2  6.5  5.8  5.5  3.9  4.9  1.7
 3'  142.3  140.4  102.4  88.1  92.4  52.6  66.9  64.3  56.9  42.1  53.5  13.8  32.8  32.7  27.4  22.1  25.2  8
 4'  103.1  104.6  72.7  69.7  60.3  47.3  67.7  66.4  53.5  47.9  46.4  22.2  48.6  48.9  37.6  36.2  31  18.4
 5'  71  72.8  50.5  50.6  40.1  36.8  57.5  57.4  44.8  42.8  35.8  23.2  50.1  50.4  38.8  38  29.3  22.4
 6'  49.1  50.5  35.8  36.4  28  27.4  45.8  46.5  35.7  35.3  26.8  21  45.3  46.2  35.6  35.1  25.6  22
 7'  34.6  35.5  25.9  26.5  20.3  20.4  35.8  36.6  28.1  28.3  20.3  17.9  38.7  39.7  30.7  30.8  21.7  20
 8'  24.9  25.5  19.2  19.7  15.2  15.5  27.9  28.6  22.1  22.6  15.7  14.8  32.2  33.1  25.8  26.1  18.2  17.4
 9'  18.3  18.8  14.5  14.9  11.7  11.9  21.8  22.4  17.5  18  12.4  12.2  26.4  27.2  21.4  21.9  15.1  14.9
 10'  13.8  14.1  11.2  11.5  9.1  9.4  17.2  17.7  14  14.5  10  10  21.6  22.2  17.8  18.2  12.6  12.6

NOTE
1.	Performance based on typical reflectance values and room dimensions. IES files available at ledrabrands.com
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NOTE
1.	Performance based on typical reflectance values and room dimensions. IES files available at ledrabrands.com

 STANDARD WHITE WALL WASH   20LM   90CRI   3000K
MOUNTING 
DISTANCE 2' FROM WALL 3' FROM WALL 4' FROM WALL

FIXTURE 
SPACING 2' ON CENTER 3' ON CENTER 4' ON CENTER 2' ON CENTER 3' ON CENTER 4' ON CENTER 3' ON CENTER 4' ON CENTER 6' ON CENTER

DISTANCE FROM 
CEILING CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT

 1'  15.4  10.8  13.7  4.8  13.3  2.2  1.9  1.6  1.7  1.1  1.6  0.4  0.8  0.8  0.7  0.6  0.6  0.3
 2'  105.3  101.2  86.8  51.5  84.2  21.7  25.6  17.1  24.2  8.4  23.5  2.2  4.5  4  3.8  2.7  3.4  1.2
 3'  99.5  98.2  71.6  61.6  64.6  36.8  46.8  45  39.8  29.5  37.4  9.6  22.9  22.9  19.2  15.5  17.6  5.6
 4'  72.1  73.2  50.8  48.8  42.2  33.1  47.4  46.4  37.4  33.5  32.5  15.5  34  34.2  26.3  25.3  21.7  12.9
 5'  49.7  50.9  35.4  35.4  28  25.7  40.2  40.2  31.4  29.9  25  16.2  35.1  35.3  27.1  26.6  20.5  15.7
 6'  34.4  35.3  25  25.4  19.6  19.2  32  32.5  25  24.7  18.7  14.7  31.7  32.3  24.9  24.6  17.9  15.4
 7'  24.2  24.8  18.1  18.5  14.2  14.3  25  25.6  19.6  19.8  14.2  12.5  27.1  27.8  21.5  21.5  15.2  14
 8'  17.4  17.9  13.4  13.8  10.6  10.8  19.5  20  15.5  15.8  11  10.4  22.5  23.2  18  18.3  12.7  12.2
 9'  12.8  13.1  10.2  10.4  8.2  8.3  15.3  15.7  12.3  12.6  8.7  8.5  18.5  19  15  15.3  10.6  10.4
 10'  9.7  9.9  7.9  8.1  6.4  6.6  12.1  12.4  9.8  10.1  7  7  15.1  15.6  12.4  12.7  8.8  8.8

 STANDARD WHITE WALL WASH   15LM   90CRI   3000K
MOUNTING 
DISTANCE 2' FROM WALL 3' FROM WALL 4' FROM WALL

FIXTURE 
SPACING 2' ON CENTER 3' ON CENTER 4' ON CENTER 2' ON CENTER 3' ON CENTER 4' ON CENTER 3' ON CENTER 4' ON CENTER 6' ON CENTER

DISTANCE FROM 
CEILING CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT

 1'  11  7.7  9.8  3.4  9.5  1.6  1.4  1.2  1.2  0.8  1.1  0.3  0.6  0.5  0.5  0.4  0.4  0.2
 2'  75.3  72.4  62.1  36.8  60.3  15.5  18.3  12.3  17.3  6  16.8  1.6  3.2  2.9  2.7  1.9  2.5  0.9
 3'  71.2  70.3  51.2  44.1  46.2  26.3  33.5  32.2  28.5  21.1  26.8  6.9  16.4  16.4  13.7  11.1  12.6  4
 4'  51.6  52.4  36.4  34.9  30.2  23.7  33.9  33.2  26.8  24  23.2  11.1  24.3  24.5  18.8  18.1  15.5  9.2
 5'  35.6  36.4  25.3  25.3  20.1  18.4  28.8  28.7  22.4  21.4  17.9  11.6  25.1  25.2  19.4  19  14.7  11.2
 6'  24.6  25.3  17.9  18.2  14  13.7  22.9  23.3  17.9  17.7  13.4  10.5  22.7  23.1  17.8  17.6  12.8  11
 7'  17.3  17.8  13  13.3  10.2  10.2  17.9  18.3  14.1  14.2  10.2  9  19.4  19.9  15.4  15.4  10.9  10
 8'  12.5  12.8  9.6  9.9  7.6  7.7  14  14.3  11.1  11.3  7.9  7.4  16.1  16.6  12.9  13.1  9.1  8.7
 9'  9.2  9.4  7.3  7.5  5.8  6  10.9  11.2  8.8  9  6.2  6.1  13.2  13.6  10.7  11  7.6  7.5
 10'  6.9  7.1  5.6  5.8  4.6  4.7  8.6  8.9  7  7.2  5  5  10.8  11.1  8.9  9.1  6.3  6.3

 STANDARD WHITE WALL WASH   10LM   90CRI   3000K
MOUNTING 
DISTANCE 2' FROM WALL 3' FROM WALL 4' FROM WALL

FIXTURE 
SPACING 2' ON CENTER 3' ON CENTER 4' ON CENTER 2' ON CENTER 3' ON CENTER 4' ON CENTER 3' ON CENTER 4' ON CENTER 6' ON CENTER

DISTANCE FROM 
CEILING CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT CENTER MID 
POINT CENTER MID 

POINT

 1'  8  5.6  7.2  2.5  6.9  1.2  1  0.8  0.9  0.6  0.8  0.2  0.4  0.4  0.3  0.3  0.3  0.1
 2'  55  52.9  45.3  26.9  44  11.3  13.4  8.9  12.6  4.4  12.3  1.2  2.4  2.1  2  1.4  1.8  0.6
 3'  52  51.3  37.4  32.2  33.8  19.2  24.5  23.5  20.8  15.4  19.6  5  12  12  10  8.1  9.2  2.9
 4'  37.7  38.2  26.6  25.5  22  17.3  24.8  24.3  19.5  17.5  17  8.1  17.8  17.9  13.8  13.2  11.3  6.7
 5'  26  26.6  18.5  18.5  14.7  13.4  21  21  16.4  15.6  13.1  8.5  18.3  18.4  14.2  13.9  10.7  8.2
 6'  18  18.4  13.1  13.3  10.2  10  16.7  17  13.1  12.9  9.8  7.7  16.5  16.9  13  12.8  9.4  8.1
 7'  12.6  13  9.5  9.7  7.4  7.5  13.1  13.4  10.3  10.4  7.4  6.6  14.1  14.5  11.2  11.3  7.9  7.3
 8'  9.1  9.3  7  7.2  5.6  5.7  10.2  10.5  8.1  8.3  5.7  5.4  11.8  12.1  9.4  9.6  6.6  6.4
 9'  6.7  6.9  5.3  5.5  4.3  4.4  8  8.2  6.4  6.6  4.5  4.5  9.7  9.9  7.8  8  5.5  5.4
 10'  5  5.2  4.1  4.2  3.3  3.4  6.3  6.5  5.1  5.3  3.7  3.7  7.9  8.1  6.5  6.7  4.6  4.6

PHOTOMETRIC DATA CHARTS

FOOT CANDLE MEASUREMENT
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MOUNTING OPTIONS - TRACK PENDANT
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