PROJECT INFORMATION
JOB NAME TYPE
ORDERING CODE
WW BEAM
LX P R 0 (Note: Specifications are subject to change without notice)
14mm COB PERFORMANCE DATA
LED LIGHT | NOMINAL DELIVERED | SYSTEM
. . ENGINE LUMENS WATTAGE
Ceiling Mount Standard White Wall Wash 0L | 1040LM @3OK/S0CRI | T
15LM 1420LM @30K/90CRI 14W
20LM 1990LM @30K/90CRI | 20W
25LM 2500LM @30K/90CRI | 27W
30LM 2840LM @30K/90CRI 3w
Delivered lumens based on WW
Notes .
optic (see page 2)
" SURFACE
MOUNT
\. ‘ PENDANT
FEATURES DIMMING AND CONTROLS CONSTRUCTION
= Seamless casting with textured finish for clean aesthetics = Flicker free 0-10V dimming to 1% = Casted aluminum housing
= Flush stem regression at 0° = Leading & trailing edge (Triac/ELV) dimming to 1% = PMMA optics
= 4' set back with 6' on center spacing - 15 FC average = DALI-2 (DT-6) dimming to 1% = Machined aluminum canopy
=UGR<19 = Casambi dimming to 1% = SVT pendant cord
= Micro slim canopy option at 1/4"-3/8" depth plus 1/2" = DMX dim to zero
diameter stem
= Glare control options, specialty optics, lensing, accessories and
custom RAL finishes available
LED LISTING ELECTRICAL
= Cree CMU (or equal) LED: SDCM: 2-step MacAdam Ellipse, Lumen = CSAus Listed to UL1598; cCSA Listed to CSA C22.2 #9.0 =120V-277V (Casambi, 0-10V, DALI-2 DT6, DMX)
Maintenance: Ly, > 66,000 hrs = Suitable for dry and damp locations =120V (Triac / ELV)

=5 Year Limited warranty

PENDANT SURFACE MOUNT
3 43/4" 172"
484 —= j
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71/8"
71/8"
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@3 1/4"

?17/8"

Lens opening

= Power factor > 0.9
= 2kV driver input surge protection
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v.9.2.25 | LXPRO

| Pagelof6




alphabet

| seres R

ORDERING CODE
LX

TYPE PRO

performance cylinder

standard white

LED sw
J0LM
15LM

DELIVERED [
LUMENS 25LM
30LM

1040 Im
1420 Im
1990 Im
2500 Im
2840 Im

Standard Configuration: 3000K 90CRI WW
Calculated Delivered Lumens = [Delivered Lumen Value] x [CCT Multiplier]

27K 2700K | ocT | oo | soook | ssook | 400K
30K 3000K | CRI [ 90+ [ 97+ | 90+ [ 97+ [ 90+ [ 97+ | 90+ [ 97+
35K 3500K | “C/PLER FOR | 06 | 092 ‘ 100 ‘ 096 | 101 | 098 | 102 ‘ 096
40K 4000K
90 90 CRI
98' 98 CRI

OPTIC & ww wall wash with diffused angle bending lens

LM MULTIPLIER

SEE PAGE 2
BK black

FINISH WH white

SEE PAGE 2 MC matte chrome
cc? custom color, consult factory for details

Alphabet by Ledra Brands, Inc. | 88 Maxwell Irvine, CA 92618

PROJECT INFORMATION
JOB NAME

TYPE

ORDERING CODE

RP8
RP10

MOUNTING RPF2

OPTIONS

SEE PAGE 5- 6 RPF3

RPF4

RPF6

JCOV-RPFX

mpP
JCOV-MP

ORDERING CODE

surface mount
conduit junction box cover with knockouts, surface
pendant, 108" flexible cord

conduit junction box cover with knockouts, pendant
cord field adjustable

rigid pendant 4' stem with swivel stem/canopy
rigid pendant 5' stem with swivel stem/canopy
rigid pendant 6' stem with swivel stem/canopy
rigid pendant 8' stem with swivel stem/canopy
rigid pendant 10' stem with swivel stem/canopy

rigid pendant 2" with fixed stem/canopy, not field
cuttable

rigid pendant 3" with fixed stem/canopy, not field
cuttable

rigid pendant 4' with fixed stem/canopy, not field
cuttable

rigid pendant 6' with fixed stem/canopy, not field
cuttable

conduit junction box cover with knockouts, complete X
code with available lengths

monopoint canopy spot 24" field cuttable to 1"

conduit junction box cover with knockouts, monopoint
24" field cuttable to 1"

monopoint direct spot mounts to ceiling

VOLTAGE 120
UNV

120V
120V-277V

0-10V dimming to 1%

DALI-2 (DT-6) dimming to 1%

DMX dim to zero

leading & trailing edge (Triac/ELV) dimming to 1%
Casambi control with flicker free 1% dimming

New Construction
Bar Hangers (included)

ADDITIONAL MOUNTING INFO

Mounting Length:
14-3/4" 0 26"

Extension Kit p/n: K20266
(ordered separately,
1 per fixture)

Extends a pair of Bar Hangers
Total Mounting Length:
29" to 48"

YOUR COMPLETED ORDERING CODE

Follow the steps to specify your fixture, example:

LX - PRO - SW - 30LM - 30K - 90 -

WW - WH - MP - UNV - CAS

NOTES
1. 98CRI not available in 30LM.

2. Custom finish can be applied to specific parts of fixture: Housing, stem, bezel, mounting and accessories.
Custom set up fee plus minimum quantity required per color.
3. DMXZ not available with P mounting option.

4, ELV1 available in 120V.

* Slim canopy with rigid stem connection shall be used in jurisdictions that DO NOT require light fixtures to freely swing in lateral
directions, complying with local and national building codes.

* RP mounting with swivel is recommended to be installed on a 4in square or 4in deep regress 2-1/8" octagonal junction box.

PH: 714.259.9959 FAX: 714.259.9969 | AlphabetLighting.com

LGELO0L

I In a continuing effort to offer the best product possible we reserve the right to change, without notice, specifications or materials that in our opinion will not alter the function of the product.

v9.225 | LX PRO | Page2of6



alphabet

BEZEL OPTIONS

T

WH

PHOTOMETRIC DATA DIAGRAM

BEZEL COLORS

Bezel Lens

Bezel

PHOTOMETRIC DATA CHARTS

PROJECT INFORMATION

JOB NAME

TYPE

ORDERING CODE

mC

BK

O

Wall Wash Light Fixture «—C O—>»

Midpoint Between Fixtures
Cel

nter of fixture

Ceiling Level

STANDARD WHITE WALL WASH 30LM 90CRI 3000K
MOUNTING . : '
B 2' FROM WALL 3' FROM WALL 4 FROM WALL
g:ﬁrgﬁg 2'ON CENTER | 3'ON CENTER | 4' ON CENTER | 2' ON CENTER | 3' ON CENTER | 4' ON CENTER | 3' ON CENTER | 4' ON CENTER | 6' ON CENTER
DISTANCE FROM MID MID MID MID MID MID MID MID MID
CEILING CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT
1 22 15.4 19.6 6.9 19 3.2 2.8 2.3 24 1.6 2.2 0.6 1.1 1.1 0.9 0.8 0.8 0.4
2 150.5 | 144.7 124 73.6 | 120.4 31 36.7 245 34.6 12 33.6 3.2 6.5 5.8 B 3.9 4.9 1.7
3' 142.3 | 140.4 | 102.4 | 88.1 924 52.6 66.9 64.3 56.9 421 53.5 13.8 32.8 32.7 274 221 252 8
4' 103.1 | 104.6 | 72.7 69.7 60.3 47.3 67.7 66.4 53.5 47.9 46.4 22.2 48.6 48.9 37.6 36.2 31 18.4
5' 71 72.8 50.5 50.6 40.1 36.8 57.5 57.4 44.8 42.8 35.8 23.2 50.1 50.4 38.8 38 29.3 224
6' 49.1 50.5 35.8 36.4 28 274 45.8 46.5 35.7 85513 26.8 21 45.3 46.2 35.6 35.1 25.6 22
7' 34.6 35.5 25.9 26.5 20.3 20.4 35.8 36.6 28.1 28.3 20.3 17.9 38.7 39.7 30.7 30.8 21.7 20
8' 24.9 25.5 19.2 19.7 15.2 15.5 27.9 28.6 221 22.6 15.7 14.8 32.2 33.1 25.8 26.1 18.2 17.4
9' 18.3 18.8 14.5 14.9 1.7 11.9 21.8 224 17.5 18 124 12.2 26.4 27.2 214 21.9 15.1 14.9
10 13.8 14.1 1.2 11.5 9.1 9.4 17.2 17.7 14 14.5 10 10 21.6 222 17.8 18.2 12.6 12.6
NOTE
1.Performance based on typical reflectance values and room dimensions. |ES files available at ledrabrands.com 6‘
w
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PHOTOMETRIC DATA CHARTS

PROJECT INFORMATION

JOB NAME

TYPE

ORDERING CODE

STANDARD WHITE WALL WASH 20LM 90CRI 3000K
MOUNTING . : '
DISTANCE 2' FROM WALL 3' FROM WALL 4' FROM WALL
g::xrgﬁg 2'ON CENTER | 3'ON CENTER | 4' ON CENTER | 2' ON CENTER | 3' ON CENTER | 4' ON CENTER | 3' ON CENTER | 4' ON CENTER | 6' ON CENTER
DISTANCE FROM MID MID MID MID MID MID MID MID MID
CEILING CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT
1 15.4 10.8 13.7 4.8 13.3 2.2 1.9 1.6 1.7 1.1 1.6 0.4 0.8 0.8 0.7 0.6 0.6 0.3
2 105.3 | 101.2 | 86.8 SIiES) 84.2 21.7 25.6 171 242 8.4 2915) 2.2 4.5 4 3.8 2.7 34 1.2
3 99.5 98.2 71.6 61.6 64.6 36.8 46.8 45 39.8 29.5 37.4 9.6 22.9 22.9 19.2 15.5 17.6 5.6
4' 721 73.2 50.8 48.8 42.2 33.1 47.4 46.4 37.4 33.5 32.5 15.5 34 34.2 26.3 25.3 21.7 12.9
5' 49.7 50.9 35.4 35.4 28 25.7 40.2 40.2 31.4 29.9 25 16.2 35.1 35.3 271 26.6 20.5 15.7
6' 34.4 D) 25 254 19.6 19.2 32 8245, 25 247 18.7 14.7 31.7 S283) 249 24.6 17.9 15.4
7 242 24.8 18.1 18.5 14.2 14.3 25 25.6 19.6 19.8 14.2 12.5 271 27.8 215 21.5 15.2 14
8' 17.4 17.9 13.4 13.8 10.6 10.8 19.5 20 15.5 15.8 11 10.4 22.5 23.2 18 18.3 12.7 12.2
9' 12.8 13.1 10.2 10.4 8.2 8.3 15.3 15.7 12.3 12.6 8.7 8.5 18.5 19 15 15.3 10.6 10.4
10 9.7 9.9 7.9 8.1 6.4 6.6 121 12.4 9.8 10.1 7 7 15.1 15.6 12.4 12.7 8.8 8.8
STANDARD WHITE WALL WASH 15LM 90CRI 3000K
MOUNTING o ' '
DISTANCE 2' FROM WALL 3' FROM WALL 4' FROM WALL
;gxréjlﬁg 2'ON CENTER | 3' ON CENTER | 4' ON CENTER | 2' ON CENTER | 3' ON CENTER | 4' ON CENTER | 3' ON CENTER | 4' ON CENTER | 6' ON CENTER
DISTANCE FROM MID MID MID MID MID MID MID MID MID
CEILING CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT
1 1" 7.7 9.8 3.4 9.5 1.6 1.4 1.2 1.2 0.8 11 0.3 0.6 0.5 0.5 0.4 0.4 0.2
2 75.3 72.4 62.1 36.8 60.3 15:5 18.3 12.3 17.3 6 16.8 1.6 3.2 29 2.7 1.9 25 0.9
3 71.2 70.3 51.2 441 46.2 26.3 33.5 32.2 28.5 211 26.8 6.9 16.4 16.4 13.7 11.1 12.6 4
4' 51.6 52.4 36.4 34.9 30.2 23.7 33.9 33.2 26.8 24 23.2 1.1 24.3 245 18.8 18.1 15.5 9.2
5' 35.6 36.4 253 25.3 20.1 18.4 28.8 28.7 22.4 214 17.9 11.6 251 25.2 19.4 19 14.7 1.2
6' 24.6 25.3 17.9 18.2 14 13.7 22.9 23.3 17.9 17.7 13.4 10.5 22.7 23.1 17.8 17.6 12.8 11
7 17.3 17.8 13 13.3 10.2 10.2 17.9 18.3 14.1 14.2 10.2 9 19.4 19.9 15.4 15.4 10.9 10
8' 12.5 12.8 9.6 9.9 7.6 7.7 14 14.3 11.1 11.3 7.9 7.4 16.1 16.6 12.9 131 9.1 8.7
9' 9.2 9.4 7.3 7.5 5.8 6 10.9 1.2 8.8 9 6.2 6.1 13.2 13.6 10.7 1 7.6 7.5
10' 6.9 7.1 5.6 5.8 4.6 4.7 8.6 8.9 7 7.2 5 5 10.8 11.1 8.9 9.1 6.3 6.3
STANDARD WHITE WALL WASH 10LM 90CRI 3000K
MOUNTING 0 ' '
DISTANCE 2' FROM WALL 3' FROM WALL 4' FROM WALL
'S:ggculﬁg 2'ON CENTER | 3'ON CENTER | 4'ON CENTER | 2' ON CENTER | 3' ON CENTER | 4' ON CENTER | 3' ON CENTER | 4' ON CENTER | 6' ON CENTER
DISTANCE FROM MID MID MID MID MID MID MID MID MID
CEILING CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT CENTER POINT
1 8 5.6 7.2 25 6.9 1.2 1 0.8 0.9 0.6 0.8 0.2 0.4 0.4 0.3 0.3 0.3 0.1
2 55 52.9 45.3 26.9 44 1.3 13.4 8.9 12.6 4.4 12.3 1.2 24 2.1 2 1.4 1.8 0.6
3 52 51.3 37.4 32.2 33.8 19.2 245 23.5 20.8 15.4 19.6 5 12 12 10 8.1 9.2 2.9
4' 37.7 38.2 26.6 25.5 22 173 24.8 24.3 19.5 17.5 17 8.1 17.8 17.9 13.8 13.2 11.3 6.7
5' 26 26.6 18.5 18.5 14.7 13.4 21 21 16.4 15.6 13.1 8.5 18.3 18.4 14.2 13.9 10.7 8.2
6' 18 18.4 13.1 13.3 10.2 10 16.7 17 13.1 12.9 9.8 7.7 16.5 16.9 13 12.8 9.4 8.1
7 12.6 13 9.5 9.7 7.4 7.5 13.1 13.4 10.3 10.4 7.4 6.6 14.1 14.5 1.2 1.3 7.9 7.3
8' 9.1 9.3 7 7.2 5.6 5.7 10.2 10.5 8.1 8.3 5.7 5.4 11.8 121 9.4 9.6 6.6 6.4
9' 6.7 6.9 5.3 5.5 4.3 4.4 8 8.2 6.4 6.6 4.5 4.5 9.7 9.9 7.8 8 5.5 5.4
10' 5 5.2 4.1 4.2 3.3 3.4 6.3 6.5 5.1 5.3 3.7 3.7 7.9 8.1 6.5 6.7 4.6 4.6
NOTE
1.Performance based on typical reflectance values and room dimensions. |ES files available at ledrabrands.com 6‘
@
Alphabet by Ledra Brands, Inc. | 88 Maxwell Irvine, CA 92618 | PH: 714.259.9959 FAX: 714.259.9969 | AlphabetLighting.com 2
I In a continuing effort to offer the best product possible we reserve the right to change, without notice, specifications or materials that in our opinion will not alter the function of the product. v.9.2.25 | LX PRO | Page 40f6




PROJECT INFORMATION

JOB NAME TYPE
ORDERING CODE

MOUNTING OPTIONS
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Lens opening

RPF FIXED
DIM10/ELV1/CAS/DMXZ
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MOUNTING OPTIONS

PROJECT INFORMATION
JOB NAME

TYPE

ORDERING CODE
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SURFACE MOUNT MONOPOINT MONOPOINT DIRECT
DIM10/ELV1/CAS/DMXZ DIM10/ELV1/CAS/DMXZ DIM10/ELV1/CAS/DMXZ
Monopoint direct can be
mounted on ceiling only
@3 1/4"
@1 7/8"
Lens opening
0°- 350°
i 71/16" |
11/4"
[ $|Z
0° 90°
PIVOT FULCRUM
=
w
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